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PRODUCT DATA SHEET

Sika®-102 Waterplug
ULTRA FAST SETTING COMPOUND FOR STOPPING WATER LEAKS

DESCRIPTION
Sika®-102 Waterplug is a chloride free, fast-setting 
cementitious mortar in prepacked powder form. 
When mixed with water it becomes a powerful, fast-
setting permanent waterplug.

USES
To stop water leaks and seepage through rock and 
concrete, as well as through joints between concrete 
and steel (bolt surroundings, ducts, sheetpiles, etc.) 
in subways, culverts, tunnels, dams, basements, 
pools, etc.

CHARACTERISTICS / ADVANTAGES
Easy to use, easy to mix – just add to water▪
Very fast setting with rapid strength development▪
Permanent▪
Good adhesion▪
Excellent water-stopping power and hydraulic res-
istance

▪

No cracking▪
Will not cause corrosion to steel bars▪
Non-toxic after hardening▪

PRODUCT INFORMATION

Packaging 1 kg / can

Appearance / Colour Grey powder

Shelf life 6 months from the date of production

Storage conditions Store properly in original, unopened and undamaged packaging in dry and 
cool conditions. Protect from direct sunlight.

TECHNICAL INFORMATION

Reaction to Fire Fire rating, Classified A1 - Sika®-102 Waterplug will not 
contribute in any state of the fire including fully developed fire.

(EN 
13501-1)

APPLICATION INFORMATION

Mixing Ratio Sika®-102 Waterplug : water = 1 : 0.24–0.30 (by weight)

APPLICATION INSTRUCTIONS APPLICATIONCheck the full extent and reason for the leak so as to Mix Sika®-102 Waterplug with clean water (please rHold material in place by hand for 1–2 minutes. WhThe hardening time of Sika®-102 Waterplug is betw
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CLEANING OF EQUIPMENT

Clean all tools and application equipment with water 
immediately after use. Hardened or cured material 
can only be mechanically removed.

BASIS OF PRODUCT DATA
All technical data stated in this Data Sheet are based 
on laboratory tests. Actual measured data may vary 
due to circumstances beyond our control.

LOCAL RESTRICTIONS
Note that as a result of specific local regulations the 
declared data and recommended uses for this 
product may vary from country to country. Consult 
the local Product Data Sheet for the exact product 
data and uses.

ECOLOGY, HEALTH AND SAFETY
For information and advice on the safe handling, 
storage and disposal of chemical products, users 
shall refer to the most recent Safety Data Sheet (SDS) 
containing physical, ecological, toxicological and oth-
er safety-related data.

LEGAL NOTES
The information, and, in particular, the recommend-
ations relating to the application and end-use of Sika 
products, are given in good faith based on Sika's cur-
rent knowledge and experience of the products 
when properly stored, handled and applied under 
normal conditions in accordance with Sika's recom-
mendations. In practice, the differences in materials, 
substrates and actual site conditions are such that no 
warranty in respect of merchantability or of fitness 
for a particular purpose, nor any liability arising out 
of any legal relationship whatsoever, can be inferred 
either from this information, or from any written re-
commendations, or from any other advice offered. 
The user of the product must test the product’s suit-
ability for the intended application and purpose. Sika 
reserves the right to change the properties of its 
products. The proprietary rights of third parties must 
be observed. All orders are accepted subject to our 
current terms of sale and delivery. Users must al-
ways refer to the most recent issue of the local 
Product Data Sheet for the product concerned, cop-
ies of which will be supplied on request.
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